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BRONZE GATE VALVE SCREWED END BSPT PN16

Model: BRZG-S-PN16

TECHNICAL DATA

STANDARD MATERIALS OF MAIN PARTS

ITEM PART NAME MATERIAL

1 BODY BRONZE

2 DISC BRONZE

3 SEAL PTFE

4 BONNET BRONZE

5 STEM BRASS

6 NUT BRASS

7 SEAL PTFE

8 NUT BRASS

9 PRESING RING BRASS

10 NAME PLATE ALUMINUM

11 NUT BRASS

12 HAND WHEEL IRON

SPECIFICATION STANDARDS

Design according to: BS 5154

Threaded end according to BSPT Standard, ISO 228, BS21

Hand-Wheel Operator

Test and Inpection EN1266

Nominal pressure: 1.6 MPa

Test pressure shell: 2.4 MPa

Test pressure seal: 1.76 MPa

Working temprature: Max 100oC

Applicable medium: Water, Oil, Gas

DIMENSION (mm)

DN A B C F

15 72 45.5 14.5 13

20 78 51.5 19.5 14.5

25 88 56.5 23.5 16.5

32 108 58 30 16.5

40 117 60 35 17

50 147 68 48 17

The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility of these products in relation to system requirement.
For specific requirements, consult Arita or its distributors. Arita reserves the right to change or modify product design without prior notice.
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