
UNIMECH GROUP, MALAYSIA A MEMBER OF UNIMECH GROUP, MALAYSIA

CAST IRON BALL VALVE GEAR TYPE FLANGE END PN16

Model: ARV-800FE(D)-G

TECHNICAL DATA

STANDARD MATERIALS OF MAIN PARTS

ITEM PART NAME MATERIAL

1 BONNET Ductile iron/ Cast iron

2 BOLT Cacbon Steel

3 NUT Cacbon Steel

4 BODY Ductile iron/ Cast iron

5 SEAT PTFE

6 BALL SS201

7 STEAM SS410

8 PACKING PTFE

9 PACKING GLAND 25#

10 WORM GEAR Ductile iron/ Cast iron

SPECIFICATION STANDARDS

Flange end standard: DIN PN16

Nominal pressure: 1.6 MPa

Test pressure shell: 2.1 MPa

Working temprature: Max 120oC

Applicable medium: Water, Air, Oil, Gas…

DIMENSION (mm)

DN L D K n Ød

DN50 150 165 125 4 Ø19

DN65 170 185 145 4 Ø19

DN80 180 200 160 8 Ø19

DN100 190 220 180 8 Ø19

DN150 F4 210/ F5 350 285 240 8 Ø23

DN200 400 340 295 12 Ø23

DN250 450 405 355 12 Ø25

The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility of these products in relation to system requirement.
For specific requirements, consult Arita or its distributors. Arita reserves the right to change or modify product design without prior notice.
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